
Modern’s New 
Range of SGP 
Glass Hardware
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Features of our NEW channels that 
suit 12mm to 25.52mm Glass

Base, Side and Recess Fixed Applications

Channel Joining
& Alignment Pin

Gap Infill Rubber (EPDM)
Designed to inhibit water and dirt

Ultra-Tilt Adjustment

Brushed Anodised
(Stainless Look)

Mill Aluminium
(For powdercoated finishes)

• Base Fixed

•	 Patented rotating pressure plate system

•	 Up to 30mm tilt adjustment, backward and forward

•	 Tilt adjustment from the inside of the balustrade

•	 To level and align panels, loosen or tighten the top and 
bottom adjustment nuts on the clamps.

• Side Fixed • Recess Fixed



 

126 Ultra-Tilt 
Channel system

106 Ultra-Tilt 
Channel System

Brushed Anodised

Brushed Anodised

Mill (for powdercoating)

Mill (for powdercoating)

BASE FIXED

BASE FIXED

Anodised Aluminium Channel
with 2 x long covers including rubber 
(supplied in Mill for powdercoating)

Anodised Aluminium Channel
with 2 x long covers including rubber
(supplied in Mill for powdercoating)

Aluminium Channel with
2 x short covers including rubber
(all supplied in brushed anodised)

Aluminium Channel with
2 x short covers including rubber
(all supplied in brushed anodised)

Anodised Aluminium Channel with
2 x short covers including rubber 
(supplied in brushed anodised or 

Mill for powdercoating)

Anodised Aluminium Channel with 
2 x short covers including rubber 
(supplied in brushed anodised or 

Mill for powdercoating)

Anodised Aluminium Channel
with 1 x long & 1 x short cover 

including rubber, 1 x bottom cover 
(supplied in Mill for powdercoating)

Anodised Aluminium Channel
with 1 x long & 1 x short cover

including rubber, 1 x bottom cover
(supplied in Mill for powdercoating)

BASE FIXED

BASE FIXED

SIDE FIXED

SIDE FIXED

RECESSED MODEL

RECESS FIXED

126BFUC-M

106BFUC-M

126BFUC-BA

106BFUC-BA

126RFUC

106RFUC-M or BA

126SFUC-M

106SFUC-M
•	 Material:                             

6063 T6 grade Aluminium

•	 Finish:                           

Brushed Anodised & Mill for 

powdercoating

•	 Standard 5800mm length

•	 The 106 Model suits 13.52mm, 

14.28mm & 17.52mm SGP Glass. 

It also suits 12mm (including 

our Standard & Custom 

UltraClear panels) & 15mm 

Toughened Glass

•	 The 126 Model suits 21.52mm 

& 25.52mm SGP Glass. It also 

suits 19mm toughened glass

•	 Glass clearance from underside 

of channel for 106 Model is 

21mm & for 126 Model it is 

38mm.

•	 Our side fixed Ultra-Tilt channel 

can also be used to create a 

Juliet Balcony

Our NEW range of SGP 
Glass Channels include 
the following features:



 

310EFUS

Edge Fixed
Ultra-Tilt Spigot

150SFUS 50JBC

Side Fixed
Ultra-Tilt Spigot

Juliet Balcony 
Clamp

160BFUS

Base Fixed
Ultra-Tilt Spigot

 

•	 Material: 2205 Duplex Stainless 

Steel

•	 Finish: Polished SS and Matt Black 

(PVD)

•	 No holes required in the glass

•	 They all suit 13.52mm, 14.28mm & 

17.52mm SGP Glass

•	 They also suit 12mm (including 

our UltraClear Standard & Custom 

Panels) & 15mm Toughened Glass

•	 Our Side fixed Ultra-Tilt Spigots 

could also be used to create a Juliet 

Balcony

•	 To level and align panels, loosen or 
tighten the top and bottom adjustment 
grubscrews on the spigots.

Our NEW range of SGP 
Glass Spigots & Juliet 
Balcony Clamps include 
the following features:
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